
Humitest® 

The moisture meter for round 
or split wood.

©
 P

ar
is

 2
00

9 
- 

D
O

M
O

SY
ST

EM
 a

ll 
ri

gh
ts

 r
es

er
ve

d 
– 

Aq
ua

nt
 is

 a
 r

eg
is

te
re

d 
tr

ad
em

ar
k 

by
 G

E 
SE

N
SI

N
G

 P
RO

TI
M

ET
ER

 -
 H

um
it

es
t 

is
 a

 r
eg

is
te

re
d 

tr
ad

em
ar

k 
by

 D
O

M
O

SY
ST

EM

The specialist in moisture measurement

5, rue Le Brun - 75013 Paris - Tel. : +33 (0)1 45 87 22 99 - Fax : +33 (0)1 45 87 00 59

E-mail : commercial@domosystem.fr - Website : www.domosystem.fr

SAS (Joint stock company) with a capital of 160,000 € -

Siret (Company Reg. N°) 388 885 246 00016 - RCS Paris 388 885 246 - APE 8299Z

Automatic average

Measures up to 60% of wet mass water 
content





Menus in French, English, German, 
Spanish, Italian and Russian



On-site, precise quality control

FIELDS OF APPLICATION : 

-10 to 50°C (14-122°F)

10 to 60% of wet mass water content
Automatic correction depending on temperature

Operating temperature

Calibration

.................................................................................................

.................................................................................................

.................................................................................................

.................................................................................................

.................................................................................................

Quantity : 10.000
Data and supplier’s batch numbers recordable 

Manual

Recordings

Triggering mode  
.................................................................................................

.................................................................................................

.................................................................................................

.................................................................................................

.................................................................................................
MOISTURE METER MODE 

TECHNICAL FEATURES
Weight (g) with batteries

Dimensions (L x l x H in mm)

Display

Batteries

Présentation

Automatic stop

230 g

145 x 65 x 27 mm

Lit liquid crystal display 
Resolution: 0.1% humidity, 0.1°C temperature

4 x 1.5V (AA)

Hard carry case

after 4 minutes Customisable

Electrodes on telescopic probe
.................................................................................................

.................................................................................................
SUPPLIED ACCESSORIES

Loggin software kit for Humitest for round timber

Portable thermo printer
.................................................................................................

.................................................................................................

.................................................................................................
OPTIONNAL ACCESSORIES

.................................................................................................

.................................................................................................

.................................................................................................
WARRANTY AND STANDARDS

Standards/ certifications

Warranty 2 years 

CE, oven dried calibration compliant with CEN/TS 
14774-1 standard

.................................................................................................

.................................................................................................
MEASUREMENTS RECORDING

for round Timber

Thanks to its oven drying calibration method, the 
moisture meter allows you to directly measure the 

wet mass water content of round or split wood, from 
10 to 60%.

Automatic calculation of average measurements; 
choice of wood fuel measured; menu in French, 

English, German, Spanish, Italian or Russian… The 
user can set the moisture meter instantly.
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